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    WARNING  

READ EQUIPMENT MANUFACTUR ES 

MANUAL BEFORE USING THIS PRODUCT  

 

SAFETY INSTRUCTIONS   

¶ User must be authorized, qualified and certified in jurisdiction of use.   

¶ It is the userõs responsibility and obligation to determine and comply with 

all applicabl e laws and regulations.  

¶ Do not opera te if unit appears damaged.  

¶ Always use approved safety cables secured to a point capable of supporting 

the total weight of the load.  

¶ In case of malfunction disconnect all power supplies, discontinue use, notify 

supplier.  

¶ Area under fixture  must  be cordoned  off at all times  and kept clear of all 

personnel . 

¶ Prior to operation a daily inspection and log are required.   

¶ For handling information see page eleven.  

¶ If using a power trolley with this fixture please refer to òLRX Power Trolleyó 

manual.  

¶ THERE ARE NO U SER SERVICEABLE PARTS.   

¶ IF YOU ARE U NSURE ABOU T ANYTHING SUSPEND USE OF THE PRODUCT.  

¶ Questions contact LRX LLC service representative at lrx -lighting.com and go 

to contact page . 

¶ For the latest version of this manual please visit òlrx-lighting.comó 

 

    DANGER 

¶ Dangerous voltages are present when power is supplied to the fixture.  

¶ This fixture  has more th an one power supply. Disconnect all pow er supplies 

before installation or removal of the lamps .  

¶ Ensure all power supplies are off when connecting or disconn ecting  any 

cabling .  

¶ Ensure lamp power supply matches lamp manufactures specification . 

¶ Always stand clear of fixture during ignition cycle.   

¶ Power must be removed when not in use and when data signal is removed.  

¶ Ensure fixture meets all local codes prior t o operation.  
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¶ Safety power lockout procedures must be followed.  

¶ Safe electrical and working practices must be observed.  

 

       WARNING  

¶ This fixture has r otating parts with pinch points .  

¶ Fixture may move without warning.  

¶ No personal within range  of moti on  

¶ Never  operate with any covers missing .  

 

      WARNING    

¶ High energy light output will burn skin and ignite combustible materials. Do 

not operate in the proximity of materials that are adversely affected by heat 

or light.  

¶ Lamp housing becomes very hot when in operation.  

¶ Never look directly at the light source  

¶ When fixtures are mounted in close proximity to one another, care must be 

taken so that output energy from one fixture is not directed at another 

fixture  or electrical cabling .  

 

 

 

FIXTURE  ADDRES SING  

 

Fixture addressing is performed at the rear of the fixture hanger assembly.  

The fixture can be programmed to operate in DMX mode or FIXTURE mode 

(for use with the hand controller). Because each LRX fixture requires sixteen 

DMX channels for operation,  FIXTURE mode is merely a convenient way of 

skipping DMX channels in 16 channel increments, beginning with DMX 

channel #001. Additionally, fixture mode provides power to a connected hand 

controller, which is also designed to work in 16 channel increments.   

 

DMX Connector  pin out : ( also see important note below )   

¶ Pin 1 = ground  

¶ Pin 2 = Data negative  

¶ Pin 3 = Data positive  

¶ Pin 4 = 12VDC negative  

¶ Pin 5 = 12 VDC positive  
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 When the LRX fixture is in FIXTURE mode, pins 4 & 5 on the DMX IN 

connector become en ergized to 12VDC to supply power to the hand controller. 

No power is supplied to pins 4 & 5 when in DMX mode. Ensure that fixture is 

in the correct mode prior to connecting DMX lines. Always connect the hand 

controller to the fixture with the power off. Da mage could result if attempting 

to connect the hand controller to the LRX fixture while the power is on.  

 

The mode (square icon) on the left is used to toggle between DMX mode and 

FIXTURE mode. FIXTURE mode is designated by a capital ôFõ in the left-most 

digit, with the remaining two digits indicating the fixture number. E.g. 

F01=fixture#1, etc. DMX mode is shown as a three digit number from 001 to 

512. Once the mode is selected the fixture number or DMX address can be 

increased or decreased using the up/do wn arrows on right side of the switch 

assembly. When the correct FIXTURE/address has been selected, the store 

(round icon) button second from the left is pressed and held (until the display 

stops flashing) to store that address.  It is important to note th at the LRX 

fixture will not begin responding to a newly selected FIXTURE/DMX address 

until it has been stored by pressing and holding the store (round icon) button.  

If the display is flashing, this is a warning that the displayed FIXTURE/DMX 

address does n ot match the address that fixture is currently responding to. 

Saving the displayed address tells the fixture to begin listening and responding 

to the new address. If the address is not stored within five seconds it will  

return to the previous set  

The LRX f ixture always writes the last saved address and mode to non -volatile 

memory, such that in the event of a power interruption, the fixture will power 

up with the mode and address it was using before the power interrupt.  

 

Pressing and holding the mode button  will provide access to the hour meter. 

Once in hour meter mode press the up icon to display bulb hours, indicated as 

a scrolling number. It will show as a blank digit followed by three digits then a 

decimal place and two more digits (i.e. _120.59). The bu lb hours can be reset 

by pressing and holding the store button until the meter zeros, about five 

seconds.  

 

To display fixture hours, press the down icon. Fixture hours will be displayed 

as a scrolling numb er with an òFó prefix. This canõt be reset by the u ser.  
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DMX  CHANNEL  ALLOCATION  

 

 When using the LRX with a lighting console or other device that offers 

discrete control over the DMX channels, they are used by the fixture as follows:  

 

Where N= base channel of fixture.  [LRX DMX address shown on display]:  

N + (0 -9) = motor control (depends on MODE)  

N+10   = GEL fan ON/OFF (OFF<127<=ON)  

N+11   = lamp control (unimplemented)  

N+12   = motor control MODE:    N+12<127 = BUMP MODE  

                                           N+12>=127 = FADER MODE  

N+13   =  reserved (future use)  

N+14   = reserved (future use)  

N+15 = reserved (future use)  

            

If (MODE = BUMP): (n+12<128)  

¶ (N+0 > 127) = pan left  

¶ (N+1 > 127) = pan right  

¶ (N+2 > 127) = tilt up  

¶ (N+3 > 127) = tilt dow n 

¶ (N+4 > 127) = spot  

¶ (N+5 > 127) = flood  

¶ (N+6 > 127) = trolley left  

¶ (N+7 > 127) = trolley right  

¶ (N + 8, 9) = reserved (future use)  

 

If (MODE=FADER): (n+12>=128)  

¶ (N+0 < 64) = pan left  

¶ (N+0 > 127) = pan right  

¶ (N+1 < 64)  = tilt up  

¶ (N+1 > 127) = tilt down  

¶ (N+2 < 64) = spot  

¶ (N+2 > 127) = flood  

¶ (N+3 < 64) = trolley left  

¶ (N+3 > 127) = trolley right  

¶ (N+4 thru 9)  = reserved (future use); each motor above is stopped 

when the fader is in the middle of its range (DMX value 64 -127 )  
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HAND CONTROLLER  

 

The hand controller will allow fixture selection,(up to 32 fixtures), control of 

tilt - up/down, pan - left/right and flood/spot functions and will also shut off 

individual gel cooling fans or all gel cooling fans connected to that controller.  

All switches act as momentary type . When the òIndividual Gel Fan Stopó switch 

is held  the gel fan  for the fi xture indicated on the display stops. When  the òAll 

Gel Fans Stopó switch is held all gel fans connected to that hand controller will 

stop.   
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FIXTURE SPECIFCATIONS  

 

Electrical  

 

Control power : 

¶ Vol ts:  120 A C ð non dimmed feed line.  

¶ Hertz:  50 - 60  

¶ Amps:  2.0  

¶ Connec tor:  U- Ground plug/Edison plug.  

 

Lamps:  

¶ 500 & 1,000 Watt par 64 type lamps with a GX16D base                 

¶ Volts ð 120 /240  VAC  

¶ Hertz ð 50/ 60  

¶ Input Connector for lamps:  Socapex SL61-19 Contacts /Model:  

419AR  

¶ Quantity: Three (six lamps per connector/one lamp per circuit)  

 

Data:         DMX protocol  

 

Data c onnector :  

¶ XLR type, five pin &  five wire  

¶ Pin 1 = ground  

¶ Pin 2 = Data negative  

¶ Pin 3 = Data positive  

¶ Pin 4 = 12VDC negative  

¶ Pin 5 = 12 VDC positive  

 

Physical :  

¶ Til t: Range one hundred  degrees - vertical (Zero degrees) to 

negative one hundred  and twenty degrees 

¶ Pan:  340  degrees 

¶ Weight: 170  pounds  approximate  

¶ Gel frames : 48ó X  65ó 

¶ Fixture mounting hooks have been designed to mate with truss 

chords not greater than two inches (50.8mm) in diameter  
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GEL FRAMES  

 

¶ To install gel frame holders, loosen four thumb screws located on the front 

of the fixture housing.  

¶ Slide the keyhole slots located on the  gel frame holder over the loosened 

thumb screws and lower into place.  

¶ Tighten thumb screws and install the four safety clips provided.  

¶ The outside gel slot must be used first as this will hold the two gel frame 

holders together. No gel material is to be u sed on the side of the filter frame 

that has been slotted. These slots will mate with bend returns on the outer 

most slot of the filter frame holder. See illustration.  

¶ Install the supplied gel frame safety pins in the top two corners. See 

illustration.  

¶  SAFETY CABLES REQUIRED  
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HANDLING OF FIXTURE  

 

    

¶ Heavy lift, minimum  two persons , the weight is approximately 170 pounds.  

¶ Hanging of the fixture creates a number of potential pinch points.   

¶ Use fixture lifting handles provided as well as the yoke tu bes. 

¶ If there  are any concerns regarding handling  please contact your 

supervisor . 

¶ Ensure hanger bolts are installed immediately after hanging,  before the 

ratchet straps are tensioned.  

¶ Ratchet straps must have a minimum of one and a half wraps around the 

r atchet drum at all times.  

¶ Removal of s hipping case covers require two persons to lift. Always use 

lifting handles provided to avoid  potential pinch points.  

 

 

 

Fixture lifting points  

Fixture approximately  

170 pounds  


